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Isolator for working with hazardous materials
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Investor, locality:
Implementation date:

Description:

Investor, Standort:
Erflllungszeit:

Beschreibung:

Cliente, localita:

Periodo di avviamento:

Descrizione:

Zentiva Group a.s., Prague, Czech Republic
11/2009

» Isolator designed for working with hazardous materials which are sensitive to oxygen
* Negative interior pressure for personnel protection
* Turbulent flow
,C" Class cleanliness according to EU GMP
+ Leak tightness class 3 according to ISO 10648-2

Zentiva Group a.s., Prag, Tschechische Republik
11/2009

* Isolator bestimmt fur die Arbeit mit gefahrlichen sauerstoffempfindlichen Materialien
* Unterdruck innerhalb des Isolators flr den Personenschutz

* Turbulente Luftstromung

* Reinheitsklasse ,C* entspricht der Klasse ISO 7

» Dichtheitsklasse 3 nach ISO 10648-2

Zentiva Group a.s., Praga, Repubblica Ceca
11/2009

* Isolatore progettato per lavorare con materiali pericolosi che reagiscono in presenza di ossigeno
* Pressione negativa all'interno per la protezione del personale

* Flusso d’aria turbolento

+ Contaminazione particellare e microbica di grado ,,C“ conforme alla classe I1SO ,7”

» Categoria di contenimento 3 conforme alle norme ISO 10648-2
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Investor, lokalita:
Doba pInéni:

Popis:

Inwestor, lokalizacja:

Termin realizaciji:

Opis:

MHBecTop, MecTo:
CpoOK UcnonHeHus:

Onucanue:

Zentiva Group a.s., Praha, Ceska republika
11/2009

* |zolator je ur€en pro praci s nebezpeCnym materialem, ktery je citlivy na kyslik.
* Podtlak uvnitf izolatoru pro ochranu osob

* Turbulentni proudéni vzduchu

+ Trfida Cistoty ,,C” odpovida tfidé ISO 7

» Trida tésnosti 3 podle ISO 10648-2

Zentiva Group a.s., Praha, Republika Czeska
11/2009

* lzolator przeznaczony jest do pracy w materiatem niebezpiecznym, ktéry wrazliwy jest na obecnos¢ tlenu.
* Podcisnienie wewnatrz izolatora zapewnia ochrone operatorowi

*  Przeptyw turbulencyjny powietrza

+ Klasa czystosci ,C” zgodna z klasg 1ISO 7

+ Klasa szczelnosci 3 wedtug ISO 10648-2

Zentiva Group a.s., I. lNpara, Yewckas Pecnybnuka
11/2009

*  UsonsTop npegycmoTpeH Ans paboThl C ONacHbIM MaTtepranom, YyBCTBUTENMbHBLIM K KMCNOPOAY.
*  OTpuuatenbHoe AaBneHne BHYTpY M3onaTopa ANs 3almTbl nogen

*  TypOyneHTHbIN NOTOK

* Knacc unctotbl «C» cooTBeTcTBYET Knaccy ISO 7

» Knacc repmetnyHoctn 3 cornacHo ISO 10648-2
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