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Investor, locality:

Implementation date:

Description:

Kunde, Standort:
Projektdatum:

Projektbeschreibung:

W

Investor, lokalita:
Doba pInéni:
Popis:

Bioveta, a.s., Czech Republic
2022

The isolator workplace is intended for aseptic works (inoculation from cryo-tubes into Roux bottles, inter-operational sterility control,
seeding, counts) at BSL3 level.

The appliance is of a single chamber layout

The appliance is in vacuum mode

Leak tightness 3 according to EN ISO 14 644-7 (ISO 10648-2)

“A” purity class inside the isolator according to EU GMP

Body material: stainless steel AlSI 316L

Bioveta, a.s., Tschechische Republik
2022

Der Isolator-Arbeitsplatz ist fur aseptische Arbeiten bestimmt (Inokulation aus Kryo-Rdéhrchen in Roux-Flaschen, Zwischenkontrolle
von Sterilitat, Aussaat, Zéhlungen) auf BSL3-Niveau ausgelegt.

Die Anlage ist eine Einkammer-Anlage

Die Anlage befindet sich im Vakuummodus

Dichtheitsklasse 3 nach EN ISO 14 644-7 (ISO 10648-2)

Reinheitsklasse “A” innerhalb des Isolators gemall EU GMP

Gehausematerial: rostfreier Stahl AISI 316L

Bioveta, a.s., Ceska republika
2022

Izolatorové pracovisté je ur€eno pro manipulaci aseptickych praci (inokulace z cryo zkumavkami do Roux lahvi, mezioperacéni
kontrola - sterility, vysevy, po¢ty) na urovni BSL3.
Zafizeni je jednokomoroveé

Zafizeni je v reZimu podtlaku

TFida t&snosti 3 dle CSN EN ISO 14 644-7 (ISO 10648-2)
TFida Cistoty uvnitf izolatoru ,A“ dle EU GMP

material korpusu nerezova ocel AISI 316L
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